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PARIS highlight impressively premises, such as shopping malls, 
stores, hotels, exhibition halls, museums etc.  
They are compact, in round or square version and efficient and they 
have excellent colour quality and high-precision light distribution. 
Their last generation LED chip in combination with an efficient 
 thermal management ensure the excellent performance  
of the luminaire and a  maximum energy efficiency. 
 

Technical Features 
- PARIS Recessed: 

Deep recessing frame, in round or square shape, painted 
 electrostatically in  selected colour from die-cast aluminium.  

- PARIS Flat: 
Flat recessing frame, in round shape, painted  electrostatically in 
 selected colour from die-cast aluminium. 

- Internal rotatable spot from aluminium profile. 
- Easy mounting. 
- High efficient reflectors in Medium, Wide versions. 
- Last generation extra efficient led light sources. 
- Pure light without IR/UV radiation. 
- Operation life: 50,000 hours with efficiency > 80% of the initial 

 luminous flux (L80B10). 
- Connection for operation with Constant Current. 
 
Upon request: 
Available with highest colour rendering index (CRI).
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- Body from die-cast aluminium. 
- Reflector in Medium, Wide versions. 
- 9W power consumption driven at 500mA. 
- CRI: min. 80 / SCDM: 3 
- Luminous Efficacy: 

9W: 4000 K: 146 Lm/Watt 
9W: 3000 K: 140 Lm/Watt

PARIS Recessed

Code                   Description                               Kg  
86740       PARIS Recessed 9W                 0,500 
86741       PARIS Q Recessed 9W              0,500 

not Included
IP 20 LED ta 

25oC

years 

5 
WARRANTY

40o 350o
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- Body from die-cast aluminium. 
- Reflector in Medium, Wide versions. 
- 9W power consumption driven at 500mA. 
- CRI: min. 80 / SCDM: 3 
- Luminous Efficacy: 

9W: 4000 K: 146 Lm/Watt 
9W: 3000 K: 140 Lm/Watt

PARIS Flat

Code                    Description                              Kg  
86744        PARIS Flat 9W                          0,600 

not Included
IP 20 LED ta 

25oC

years 

5 
WARRANTY

60o 350o

10-40mm

MODULES

500mA 15W 500mA 25W

122,8x45x19 127x43x30

DRIVERS

800031 800046

PARIS RECESSED 9W 

PARIS Q RECESSED 9W 

PARIS FLAT 9W 

CODES

86740  
86741  
86744  

1 module 

1 module 

1 module 

2  modules 

2  modules 

2  modules 

800016 800038

1 - 2  modules 

1 - 2  modules 

1 - 2  modules 

1 - 2  modules 

1 - 2  modules 

1 - 2  modules 

500mA 20W 500mA 27W

111x52x22 146,5x43,5x30

1-10/Push B. Push B./Dalli

DRIVERS DIMMER

BEAM CODES: 
  02   medium     03   wide

LED COLOUR CODES: 
  2   Warm    3   Neutral

Colour Codes: 
 0   Colours     1   White     2   Titan      3   Black      4   Chrome     5   matt Alum.


