
Designed for petrol-station canopies and low-bay applications,  
with high efficient LED sources, effective thermal management  
and very long lifespan.

Technical Features  
- Aluminium body, painted electrostatically in white colour. 
- Heatsink from aluminium profile. 
- High efficient optic lens in Wide (100o) and extra Wide (135o) versions 

and also in  asymmetrical on request. 
- Extra-clear tempered glass, 5mm thick. 
 
Upon Request 
- Connection for operation on 230V-50/60Hz with dimmer dali or  

1-10VDC ballast. 
- Connection for emergency lighting system, for one or three hours, 

in specific editions.
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- Aluminium body, painted electrostatically in white colour. 
- Heatsink from aluminium profile. 
- High efficient optic lens in Wide (100o) and extra Wide (135o) versions and 

also in  asymmetrical on request. 
- 4 SDCM 
- Luminous Efficacy: 

700mA - 70W 
4000 K: 146Lm/W, CRI: min. 70 
5700 K: 145Lm/W, CRI: min. 70 
1050mA - 110W 
4000 K: 128Lm/W, CRI: min. 70 
5700 K: 127Lm/W, CRI: min. 70 

BENZ LED2

IP 65 IK 08
Included

LED ta 
-30+45oC

years 

5 
WARRANTY

1-80mm

Code                 Description                                                     
763001021          BENZ Led2 70W 5700K Wide 
763001031          BENZ Led2 70W 5700K Extra Wide 
763003021          BENZ Led2 70W 4000K Wide 
763003031          BENZ Led2 70W 4000K Extra Wide 
763011021          BENZ Led2 110W 5700K Wide 
763011031          BENZ Led2 110W 5700K Extra Wide 
763013021          BENZ Led2 110W 4000K Wide 
763013031          BENZ Led2 110W 4000K Extra Wide 
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- Aluminium body, painted electrostatically in white colour. 
- Heatsink from aluminium profile. 
- High efficient optic lens in Wide (100o) and extra Wide (135o) versions and 

also in  asymmetrical on request. 
- 4 SDCM 
- Luminous Efficacy: 

700mA - 107W 
4000 K: 144Lm/W, CRI: min. 70 
5700 K: 142Lm/W, CRI: min. 70 
900mA - 145W 
4000 K: 130Lm/W, CRI: min. 70 
5700 K: 128Lm/W, CRI: min. 70 

BENZ LED3

IP 65 IK 08
Included

LED ta 
-30+45oC

years 

5 
WARRANTY

1-80mm

Code                  Description                                                    
763031021          BENZ Led3 107W 5700K Wide 
763031031          BENZ Led3 107W 5700K Extra Wide 
763033021          BENZ Led3 107W 4000K Wide 
763033031          BENZ Led3 107W 4000K Extra Wide 
763041021          BENZ Led3 145W 5700K Wide 
763041031          BENZ Led3 145W 5700K Extra Wide 
763043021          BENZ Led3 145W 4000K Wide 
763043031          BENZ Led3 145W 4000K Extra Wide 

For dimmer version add letter “D” at the end of product code.
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