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LOW VOLTAGE TRACK

Low voltage track lights are an ideal solution for small showcases,
homes, rest areas, museums, hotels, exhibition halls and generally
for many decorative and architectural projects.

Available in Spot, Medium and Wide light distribution can be the
perfect tool for wide range of applications.

TRACK LIGHTS & TRACKS

Technical Features

- Aluminium body, painted electrostatically in selected colour.

- With low voltage 24V DC magnet adapter for mounting on LV track
max. 15A.

- With point outlet for surface-mounted installation in round, square
or linear version.

- Pure light without IR/UV radiation.

- Efficient thermal management.

- Operation life: 50,000 hours with efficiency > 80% of the initial
luminous flux (L80B10).

- Connection for operation on 24V DC.

Upon Request
- Available also in 2700 Kelvin CRI 90.

Www.petridis-lighting.or



LOW VOLTAGE TRACK TRACK LIGHTS & TRACKS

DION
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- Aluminium body.

- Lens in Spot, Medium & Wide version.

- With low voltage 24V DC magnet adapter.
L 60mm__| - CRI: min. 90 / SDCM: 3

DION L - Luminous efficacy:

6W: 4000 K: 88 Lm/Watt

6W: 3000 K: 83 Lm/Watt

53mm

Code Description Kg
89110mmm = DION Track 24V DC 6W 0,150
89112mmm DION L Track 24V DC 6W 0,200
89111mmm DION Q Track 24V DC 6W 0,200

53mm

BE CAREFUL
The standard product delivered connected to circuit 1(V+/ V-).
If the circuit 2 (D-+/ D-) is needed, has to be defined.

——

DION Q

35mm

J

35mm

53mm

60mm

DION - DION L - DION Q: SPOT DION - DION L - DION Q: MEDIUM DION - DION L - DION Q: WIDE

cdikim n=77% n=70%
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LOW VOLTAGE TRACK TRACK LIGHTS & TRACKS

MICRON TRC
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- Aluminium body, painted electrostatically in selected colour.
- With low voltage 24V DC magnet adapter.

200 - Reflector beam: Medium.
4 % - Plastic cover not included. Please order separately.
hem —ouen o - 5x2W power consumption.
- CRI: min. 90 / SDCM: 3
g° - og - Luminous Efficacy: 5x2W: 4000 K: 63 Lm/Watt
5x2W: 3000 K: 59 Lm/Watt
Code Description Kg
E 89118m02=  Micron TRC 5x2W Led 0,480
8 BE CAREFUL
The standard product delivered connected to circuit 1(V+/ V-).
95mm 23mm If the circuit 2 (D-+/ D.) is needed, has to be defined.

MICRON TRC - COVER

C € || 8s0C

\@ - Plastic cover for 5x.. Micron TRC.

Code Description

806920  Micron TRC Cover 5x.. black
806921  Micron TRC Cover 5x.. gold
806922  Micron TRC Cover 5x.. silver
806923  Micron TRC Cover 5x.. white
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LOW VOLTAGE TRACK TRACK LIGHTS & TRACKS

DION 2
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- Aluminium body.

- Lens in Medium or Wide version.

- With low voltage 24V DC magnet adapter.
DION 2: MEDIUM DION 2: WIDE - CRI: min. 90 / SDCM: 3

w| [ o - Luminous efficacy:

w 9W: 4000 K: 80 Lm/Watt

9W: 3000 K: 78 Lm/Watt

100mm

»55mm

Code Description Kg
“‘ 89114mmm DION 2 Track 24V DC 9W 0,250

BE CAREFUL
o . 9 I . The standard product delivered connected to circuit 1(V-+/ V-).
s o —co0-cam i If the circuit 2 (D+/ D) is needed, has to be defined.

STRIPE

— C€ W P 40 || LED @ _ gﬂ b || o=

- Aluminium body.
- With low voltage 24V DC magnet adapter.
- CRI: min. 80/ SDCM: 3

E - Luminous efficacy:
(18 4000 K: 140 Lm/Watt
P 9 3000 K: 133 Lm/Watt
l—-125.5mm Code Description L(mm) Kg
89115m 042 STRIPE Track 24V DC 9W 300 0,300
g0 =c, g g0 "%, °g 89115m 052 STRIPE Track 24V DC 15W 500 0,400
‘ ‘ 89115m 062 STRIPE Track 24V DC 30W 1000 0,800

The standard product delivered connected to circuit 1(V+/ V.).
If the circuit 2 (D+/ D-) is needed, has to be defined.
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LOW VOLTAGE TRACK TRACK LIGHTS & TRACKS

TRIDION
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- Aluminium body.
- Lens in Spot, Medium & Wide version.
- With low voltage 24V DG magnet adapter.
- CRI: min. 90/ SDCM: 3
- Luminous efficacy:
3x6W: 4000 K: 88 Lm/Watt
®35mm 3x6W: 3000 K: 83 Lm/Watt

B

50mm

125mm Code Description Kg
89116mmm TRIDION Track 24V DC 3x6W 0,350

BE CAREFUL
The standard product delivered connected to circuit 1(V+/ V-).
If the circuit 2 (D+/ D-) is needed, has to be defined.

TRIDION: SPOT TRIDION: MEDIUM TRIDION: WIDE

105" 105" 1057 105 105 1057

%0 - o

75 75 75

o0 2000 3 60"

DION 2 - PENDANT

(3 W IP20 || LED @ Z;C nyd
kLA

- Aluminium body.
- Lens in Medium or Wide version.
- With low voltage 24V DC magnet adapter.
] - CRI: min. 90 / SDCM: 3
- Luminous efficacy:
9W: 4000 K: 80 Lm/Watt
9W: 3000 K: 78 Lm/Watt

1000mm

250mm

@55mm

Code Description Kg

DION 2: MEDIUM DION 2: WIDE 89717mm= _ DION 2 PENDANT Track 24V DC OW 0,300

1 = BE CAREFUL
The standard product delivered connected to circuit 1(V+/ V.).
If the circuit 2 (D+/ D-) is needed, has to be defined.

3 o0 800 0

LED COLOUR CODES: || BEAM CODES: Colour Codes:
WarmNeutraI spot [IF4 medium wide 0 Colours 1 White 2 Titan '3 Black
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LOW VOLTAGE TRACK TRACK LIGHTS & TRACKS
NEON FLEX TRC

# CE W IPZOIQ ta nwu

25°C

- With low voltage 24V DC magnet adapter.
- CRI: min. 80 / SDCM: 3
- Luminous efficacy:

4000 K: 96 Lm/Watt

3000 K: 92 Lm/Watt

Code Description Kg
89109m NEON FLEX TRC 24V DC 20W 1,000
BE CAREFUL

The standard product delivered connected to circuit 1(V+/ V-).
If the circuit 2 (D+/ D-) is needed, has to be defined.

L1000mm

& 8 83 58

cdikim = 100%
—co.c1m 70

NEON TRC

— CE W P 20 .@ zéaoc nwd

- With low voltage 24V DC magnet adapter.
- CRI: min. 80 / SDCM: 3
- Luminous efficacy:
4000 K: 96 Lm/Watt
[ ] 3000 K: 92 Lm/Watt

— Code Description Kg
89108m = NEON TRC 24V DC 8W 0,500

BE CAREFUL
The standard product delivered connected to circuit 1(V+/ V-).
If the circuit 2 (D+/ D-) is needed, has to be defined.

430mm

@ 30mm

www pelridis-ighting.gr [ 351/



LOW VOLTAGE TRACK TRACK LIGHTS & TRACKS
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LOW VOLTAGE TRACKS & ACCESSORIES TRACK LIGHTS & TRACKS

2 Circuit Track (V-/ V) - (D+/ D.) 15A / 24V
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Code Description Colour
803601  Low Voltage Track 15A White
803603  Low Voltage Track 15A Black
BE CAREFUL

The standard product delivered connected to circuit 1(V+/ V-).
If the circuit 2 (D+/ D) is needed, has to be defined.

2 Circuit Trimless Track (V+/V.) - (D+/ D-) 15A / 24V

CE IP 20

> -2 Code Description Colour
803701  Low Voltage Trimless Track 15A White
803703  Low Voltage Trimless Track 15A Black
BE CAREFUL

<
¢
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The standard product delivered connected to circuit 1(V+/ V-).
If the circuit 2 (D-+/ D-) is needed, has to be defined.

BRACKET FOR TRIMLESS TRACK

= | CE| P

/’ al ® g
B / L 30 h‘ 80 - Required:

2 pieces per 1m trimless track.

Code Description Colour
803710  Bracket for Trimless Track 24V Anodized

END FEED - MIDDLE CONNECTOR - ANGLE CONNECTOR

=
& =
<

CE€|| P20

Code Description Colour

143 803611 Low Voltage End Feed White
803613 Low Voltage End Feed Black

803621 Low Voltage Middle Connector White

— 803623 Low Voltage Middle Connector Black

I (0] 803721 Low Voltage Angle Gonnector White

803723 Low Voltage Angle Connector Black

143

105
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LOW VOLTAGE TRACKS & ACCESSORIES TRACK LIGHTS & TRACKS

END PLATE

Code Description Colour

803651 Low Voltage Track End Plate White
803653  Low Voltage Track End Plate Black
803661 Low Voltage Track End Plate with Hole White
803663  Low Voltage Track End Plate with Hole Black

803751 Low Voltage Trimless Track End Plate White
803753  Low Voltage Trimless Track End Plate Black

FIXING COMPONENTS

26.2

E I -J Nf i o Code Description Colour
“ 3 ‘ o 803641 Low Voltage Track Suspended Bracket*  White
HH© J A 803643 Low Voltage Track Suspended Bracket*  Black
€]
* Be careful: only for suspended installation

CORD SUSPENSION
v Code Description Length  Colour
& 803671 LV Track Bracket + Cord 1,5m White
) % 803673 LV Track Bracket + Cord 1,5m Black
/ 803681 LV Track Bracket + Cord 3,0m White
) 803683 LV Track Bracket + Cord 3,0m Black
/ 803691 LV Track Bracket + Cord 5,0m White
_//"H/ 803693 LV Track Bracket + Cord 5,0m Black

GEAR BOX
c E |P 20 Included

- Driver Included.
- Dimensions: L/W/H: 340x44x60mm.

Code Description Colour
891191011  Low Voltage Gear Box 60W White
891191013  Low Voltage Gear Box 60W Black
891191021  Low Voltage Gear Box 100W White
891191023  Low Voltage Gear Box 100W Black

891191031  Low Voltage Gear Box 60W Dimmer* White
891191033  Low Voltage Gear Box 60W Dimmer* Black
891191041  Low Voltage Gear Box 100W Dimmer* White
891191043  Low Voltage Gear Box 100W Dimmer* Black
891191051  Low Voltage Gear Box 60W Dimmer** White
891191053  Low Voltage Gear Box 60W Dimmer** Black
891191061  Low Voltage Gear Box 100W Dimmer**  White
891191063  Low Voltage Gear Box 100W Dimmer**  Black

*Dali and Push Button
** Phase Cut/ 1-10V DC
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LOW VOLTAGE TRACKS & ACCESSORIES TRACK LIGHTS & TRACKS

UNIVERSAL DIN RAIL 35mm DRIVERS 24V DC
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Code Description

800103 Rail 35mm Driver 60W 24V DC

800104 Rail 35mm Driver 100W 24V DC

800107 Rail 35mm Driver 60W 24V DC Dimmer*

* PWM/1-10v DC

INDEPENDENT DRIVERS 24V DC C E IP 20
Code Description Dimensions
800071 Driver 30W 24V DC 133x41x32
800105  Driver 60W 24V DC 225x43x30
800106  Driver 100W 24V DC 295x43x30
800018 Driver 60W 24V DC Dimmer* 225x43x30
800017  Driver 100W 24V DC Dimmer* 295x43x30
800101 Driver 60W 24V DC Dimmer** 195x50x30
800102  Driver 100W 24V DC Dimmer** 232x50x30
*Dali and Push Button
** Phase Cut/ 1-10V DC

LED COLOUR CODES: || BEAM CODES: Colour Codes:

B varm [ Neutra spot [ medium [ wide|| [0 Colowrs |1 white |2 Titan |8 Black
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