
A floodlight with LED technology 
and high protection degree (IP65).  
It is ideal for outdoor lighting and  
for impressive highlighting of facades.

Technical Features 
- Body from die-cast aluminium, painted electrostatically  

in  selected colour. 
- Tempered protection glass 3mm. 
- Pure light without IR/UV radiation. 
- Operation life: 50,000 hours with efficiency > 80% of the initial 

 luminous flux (L80B10). 
- Supplied with 3x0,75mm NEOPRENE 1,5m cable for 230V version 

and with 2x0,75mm NEOPRENE 1,5m cable for 24V version. 
 
Upon request: 
Available with highest colour rendering index (CRI)
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WARRANTY

- Aluminium body. 
- Beams: Spot, Medium, Wide. 
- Version with honeycomb for low glare (HO). 
- Dimmer Phase Cut. 
- Power LED 230V AC/50Hz. 
- CRI: min. 80 / SCDM: 3 
- Luminous Efficacy: 

4000 K: 122 Lm/Watt 
3000 K: 115 Lm/Watt 

Code                 Description                                             Kg  
84701     PEGASUS 4W IP65                             0,150 
84708     PEGASUS HO 4W IP65                       0,150 

SPOT MEDIUM WIDE

SPOT MEDIUM WIDE
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- Aluminium body. 
- Beams: Spot, Medium, Wide. 
- Version with honeycomb for low glare (HO). 
- Dimmer Phase Cut. 
- Power LED 230V AC/50Hz. 
- CRI: min. 80 / SCDM: 3 
- Luminous Efficacy: 

4000 K: 116 Lm/Watt 
3000 K: 110 Lm/Watt

Code                 Description                                             Kg  
84702     PEGASUS 8W IP65                             0,200 
84709     PEGASUS HO 8W IP65                       0,200 

PEGASUS HO 8W

IK 06

IP 65 LED ta 
25oC

years 

5 
WARRANTY

IK 06

PEGASUS OUTDOOR

www.petridis-lighting.gr / 439 /



PEGASUS OUTDOOR

/ 440 / www.petridis-lighting.gr

BEAM CODES: 
 01   spot     02   medium     03   wide

LED COLOUR CODES: 
  2   Warm    3   Neutral

Colour Codes: 
 0   Colours     1   White     2   Titan      3   Black

DRIVERS (for PEGASUS 6W 24V)

LUMINAIRE DESCRIPTION DIMENSIONS mmDRIVERNo Luminaires 
min.        max.

PEGASUS 6W 24V IP65                    1             2                  24V DC 16W  IP42                                   90 x 40 x 29 
PEGASUS 6W 24V IP65                    1             9                  24V DC 60W  IP67                                 162 x 42 x 30 
PEGASUS 6W 24V IP65                    1             2                  24V DC 18W  IP20 dali / push button         175 x 43 x 30 
PEGASUS 6W 24V IP65                    1             9                  24V DC 60W  IP20 dali / push button         225 x 43 x 30 

CODE

800133 
800089 
800143 
800018 

 

PEGASUS 6W 24V

 9
3m

m
 

 69mm 

 5
7m

m
 

IP 65 LED ta 
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WARRANTY

- Aluminium body. 
- Beams: Spot, Medium, Wide. 
- Version with honeycomb for low glare (HO). 
- LED Module 24V DC (driver not included). 
- CRI: min. 80 / SCDM: 3 
- Luminous Efficacy: 

3000 K: 83 Lm/Watt 
4000 K: 88 Lm/Watt

Code                 Description                                             Kg  
84700     PEGASUS 6W 24V IP65                      0,200 
84710     PEGASUS HO 6W 24V IP65                0,200 

PEGASUS HO 6W 24V

not included

SPOT MEDIUM WIDE
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PEGASUS Antiglare - Accessory

- Aluminium body.

Code                 Description                                             Kg  
80471             Antiglare Accessory                            0,050 

- Brass picket.
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Code           Description                                               Kg 
804605       Picket                                                    0,500 
801105       CONNECTOR 4-POLE  IP68                     0,050 

ACCESSORIES


