Luminaire Name: Kalia J\\\ ETRIdIS
Instruction: Surface Mounted Pendant D Recessed D Track D Ceiling D

Kalia 1 Kalia 2
435mm S7mm
370mm S7mm
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H eykaTdoTOaon TOU QWTICTIKOU OCWHATOG TIPETTEI VA YiVETOI OTTO £EEISIKEUNEVO TTPOCWTTIKO AdpBAVOVTAG UTTOWN QUTEG TIG
odnyieg eykardoTaong. H eykardoTaon Kai n CuvTApNoT TOU QWTICTIKOU TTPETTEI VO TTPAYUOTOTTOIEITAI TTAVTA ME ATTEVEPYOTTOINUEVN TRV
Td0oN €10680u. Katd Tnv AsiToupyia Kol OHECWG META TNV OTTEVEPYOTTOINOT TOU QWTICTIKOU PNV AYYIJETE TIG ETMIQPAVEIEG TOU PWTICTIKOU,
UTTAPXEI TTIBaVOTNTA VA £XOUV avaTITuX0ei Bepuokpacieg BUCAPEDTEG Yia TOV AVOPWITTO. AgV ETITPEITETAI O KAUIO TTEPITITWON N
TTOPAMETPOTTOINGT TOU PWTIOTIKOU. H 0pBN eykaTtdoTaon Kai Xprion Tou QwTIoTIKOU gival TTpoUtré0gon yia Tnv 10XU TG eyyunong. OAa Ta
€§aPTANATA TOU QWTICTIKOU Eival AVOKUKAWGIUA, BEV TTPETTEI VO ATTOPPITITOVTAI WG OIKIAKA ATToppPidpaTa.

@ Installation of the luminaire should be done by qualified personnel with these installation instructions in mind. Installation and
maintenance of the luminaire should always be carried out with the input voltage switched off. Do not touch the surfaces of the luminaire
during operation and immediately after the luminaire has been switched off, which may have high temperatures on it. Under no
circumstances may you allow the customization of the luminaire. Proper installation and use of the luminaire is a prerequisite for the

warranty. All light fixtures are recyclable, do not be disposed of as household waste.

AAAATH LED - LED REPLACEMENT: B To ofua CE 5 . .
PWTIOTIKO GWHUA HE PN AVTIKATOOTACIMN QWTEIVA TTNYN f ‘ 0 onpa 9"06 EIKVUEI TnEtEuppop(pwon
amré Tov XpAaT. c € HE TIG OXETIKEG 0dNyYieg TNG
Product with n'o replacement light s'ource by end user. The CE- mark indicates conformity to the
“ NMMPOZOXH, kivduvog nAekTpotrAndiag ) relevant EU guidelines

“ CAUTION, risk of electric shock ”

MpooTacia évavTi 10680V OTEPEWV CWHATISIWY >1 mm
IP 40 4 protected against solid objects >1mm 2 Uec MpoTeivopevn OepoKpATia ECWTEPIKOU
o Koappia mpooTacia Xwpou 25 °C.

No protection
Recommended room temperature: 25 °C.

To Tpoidv auTtd Tepiéxel pwTaIvi VERSION EFFICIENCY
TNYN TG TAENG EVEPYEIOKNG aTT6300NG: CLASS

This product contains a light source 4000K D After Sa.les Serwcg L. .
of energy efficiency class: 3000K E production@petridis-lighting.gr




