
NEON R is a recessed - suspended luminaire  
with cylindrical shape.  
It can be produced with different heights upon request.  
 
Technical Features 
- 360o light distribution. 
- Pure light without IR/UV radiation. 
- Efficient thermal management. 
- Operation life: 50,000 hours with efficiency > 80% of the 

initial  luminous flux (L80B10). 
 
Upon request: 
At different dimensions.

LED COLOUR CODES: 
  2   Warm    3   Neutral

Colour Codes: 
 0   Colours     1   White     2   Titan      3   Black      4   Chrome     5   matt Alum.
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- For recessed installation. 
- Aluminium body, painted electrostatically in selected colour or plated. 
- Aluminium rosette ø100mm. 
- Rosette and suspension 1m included. 
- CRI: min. 80 / SDCM: 3 
- Luminous Efficacy: 

96 Lm/Watt at 4000K 
92 Lm/Watt at 3000K 

Code                      Description                                                                            
88843               NEON R 10W  43cm  
88844               NEON R 12W  53cm  

IP 20 LED ta 
25oC

years 

5 
WARRANTY

850oC

NEON R Decorative Lighting

www.petridis-lighting.gr / 97 /

not included

DRIVERS 24V DC

DESCRIPTION DIMENSIONS  
mm

IP

DRIVER LED 24V DC/30W                              20               153x41x32 
DRIVER LED 24V DC/50W                              20                99x82x30 
DRIVER LED 24V DC/60W                              20               180x52x30 
DRIVER LED 24V DC/60W                              20              225x43x29,8 
DRIVER LED 24V DC/100W                            20              295x43x29,8 

CODE

800071 
800099 
800097 
800105 
800106 

DIMMER DRIVERS 24V DC

DESCRIPTION DIMENSIONS 
mm

DIMMERIP

DRIVER LED 24V DC/35W                              20              195x43x30,2                DALI / PUSH BUTTON 
DRIVER LED 24V DC/60W                              20              225x43x30,2                DALI / PUSH BUTTON 
DRIVER LED 24V DC/100W                            20               295x43x30                 DALI / PUSH BUTTON 
DRIVER LED 24V DC/150W                            20              325x43x30,2                DALI / PUSH BUTTON 
DRIVER LED 24V DC/60W                              20               195x48x30                PHASE CUT / 1-10V DC 
DRIVER LED 24V DC/100W                            20               232x49x29                PHASE CUT / 1-10V DC 

CODE

800139 
800018 
800017 
800108 
800101 
800102 

70mm 70mm


