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Luminaire Name: Horizon ETRIAIS
Instruction: Surface Mounted D Pendant D Recessed D Track D Outdoor
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H eykaTdoTOaon TOU QWTICTIKOU OCWHATOG TIPETTEI VA YiVETOI OTTO €EEISIKEUNEVO TTPOCWTTIKO AdpBAVOVTAG UTTOWN QUTEG TIG
odnyieg eykardoTaong. H eykardoTaon Kai n CuvTAPNGoT TOU QWTICTIKOU TTPETTEI VO TTPAYUOTOTTOIEITAI TTAVTA ME ATTEVEPYOTTOINUEVN TRV
Td0N €10680u. Katd Tnv AsiToupyia Kol OHECWG META TNV OTTEVEPYOTTOINOT TOU QWTICTIKOU PNV AYYIJETE TIG ETMIQPAVEIEG TOU PWTICTIKOU,
UTTApPXEI TTIBavVOTNTA Va £XOUV avaTITuX0ei Beppokpacieg BUCAPEDTEG Yia TOV AVOPWTTO. Agv ETITPETETAI O KAUIO TTEPITITWON N
TTOPAMETPOTTOINGT TOU PWTIOTIKOU. H 0pBN eykatdoTaon Kai Xpron Tou QwTIoTIKOU gival TTpoUtré0gon yia Tnv 10XU TG eyyunong. OAa Ta
€§OPTANATA TOU QWTICTIKOU Eival AVOKUKAWGIUA, BEV TTPETTEI VO ATTOPPITITOVTAI WG OIKIAKA ATToppidpaTa.

@ Installation of the luminaire should be done by qualified personnel with these installation instructions in mind. Installation and
maintenance of the luminaire should always be carried out with the input voltage switched off. Do not touch the surfaces of the luminaire
during operation and immediately after the luminaire has been switched off, which may have high temperatures on it. Under no
circumstances may you allow the customization of the luminaire. Proper installation and use of the luminaire is a prerequisite for the
warranty. All light fixtures are recyclable, do not be disposed of as household waste.

AAAATH LED - LED REPLACEMENT: ) . . .
DOWTIOTIKO CWHA JE UN OVTIKATOOTAGIMN QWTEIVA TTNYA 4 To onpa CE 9"065"(,"“' TN SupHOpPwWON
Tr6 TOV XPROT. HE TIG OXETIKEG 0dnyieg TG EE
Product with no replacement light source by end user. c €
“TIPOZOXH, kivBuvog nAektpoTtrAngiog ” \ /

“ CAUTION, risk of electric shock ” )

The CE- mark indicates conformity to the
relevant EU guidelines

OAd Ta QWTIOTIKA TTOU PEPOUV TO TTAPATTAVW OHpA gival KAaTdAAnAa yia arreuBeiag ToTro0éTnOoN
o€ EMQPAVEIEG KavoVIKa eUQAekTEG (NOoppua EN 60598-1). Mia emi@dveia XapaKTnPiETAI KAVOVIKA
€UQAEKTN OTOV N Beppokpaaoia avdpAegng Tng gival To eAdayioTo 200°C.

All luminaires carrying this mark can be fitted on normally flammable surfaces, in
compliance with (Norm EN 60598-1). An area is characterized normally flammable when the
ignition temperature is 2000C minimum.

MpooTagia oAIKA évavTi TNG OKOVNG
I P 6 5 6 Dpust-tight
MpooTacia a1rd EKTOEEVOPEVO VEPO TTPOEPXOMEVO ATTO

5 otroladntrore kKarelBuvon
Jet - proof

To poidv auTo TTEPIEXEI PWTEIVA TTNYRA TNG TASNG EVEPYEIOKAG aTTédoong:

VERSION EFFICIENCY
This product contains a light source of energy efficiency class: CLASS
4000K F
3000K G

After Sales Service
production@petridis-lighting.gr



