
A modern ground mounted luminaire with LED source.  
It is ideal for home outdoor lighting. 
 
Technical Features 
- Aluminium body, painted electrostatically in  selected colour. 
- Aluminium mounting base. 
- Diffuser from high efficiency opal PMMA. 
- Pure light without IR/UV radiation. 
- Operation life: 50,000 hours with efficiency > 80% of the initial 

 luminous flux (L80B10).
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Colour Codes: 
 0   Colours     1   White     2   Titan      3   Black 
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- For Led chip. 
- Aluminium body. 
- Opal PMMA cover. 
- 230V/50Hz. 
- CRI: min. 80 / SDCM: 3 
- Luminous Efficacy: 

4W: 4000 K: 100 Lm/Watt 
4W: 3000 K:   94 Lm/Watt

SKAT 10 Small / SKAT 10 EMBO Small

IP 65 LED ta 
25oC

years 

5 
WARRANTY

Code           Description                                        
84444       Skat 10 Small  1x4W Warm 
84445       Skat 10 Small  1x4W Neutral 
84446       Skat 10 Small Embo  1x4W Warm 
84447       Skat 10 Small Embo  1x4W Neutral 

- For Led chip. 
- Aluminium body. 
- Opal PMMA cover. 
- 230V/50Hz. 
- Dimmer Phase Cut. 
- CRI: min. 80 / SDCM: 3 
- Luminous Efficacy: 

4W: 4000 K: 122 Lm/Watt 
4W: 3000 K: 115 Lm/Watt

SKAT 10 Big / SKAT 10 EMBO Big

IP 65 LED ta 
25oC

years 

5 
WARRANTY

Code            Description                                        
84448       Skat 10 Big  2x4W Warm 
84449       Skat 10 Big  2x4W Neutral 
84450       Skat 10 Big Embo 2x4W Warm 
84451       Skat 10 Big Embo 2x4W Neutral 
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